Synthoil Energy SAE 0W-40

Specifications / Approvals:

API SJ/CF

ACEA A3-98/B3-98
MB 229.1

VW 502.00 / 505.00
Porsche

DESCRIPTION:

Synthoil Energy SAE 0W-40 is modern, fully synthetic, low
friction motor oil for all season use. The combination of uncon-
ventional synthetic-based oils using advanced additive tech-
nology ensures low viscosity and high shear stability for the
motor oil and reliably prevents the formation of deposits, re-
ducing frictional loss in the engine and providing the optimal
protection from wear. Synthoil Energy SAE O0W-40 is recom-
mended for gasoline and Diesel engines, including engines
with turbochargers and catalytic converters

PROPERTIES:

Provides the fastest oil circulation after cold starting thanks to
the OW—40 viscosity. This means optimum lubrication and
less wear from the first crank of the engine. Due to the lower
drag resistance the engine runs easier. The engine develops
maximum performance and remains clean.

BENEFITS:
Fully Synthetic, Saves Fuel, provides instant lubrication after
a cold start.

Application:
Optimum for modern gas and diesel engines with multi-valve
technology and turbocharging with and without charge air cool-

ing.

INSTRUCTIONS:
The operating instructions of the vehicle and engine manufac-
turers must be followed.

SYNTHOIL HIGH TECH 0W-40
5 Liter Jug Part no. LM2050
Case Qty 4 Jugs.

1 liter Part no. LM 2049

Case Qty 6



